Information on pedestrian-level wind (PLW) speed for wind comfort assessment can be obtained by wind-tunnel measurements or Computational Fluid Dynamics (CFD) simulations. Wind-tunnel measurements for PLW are routinely performed with low-cost techniques such as hot-wire or hot-film anemometers, Irwin probes or sand erosion, while Laser-Doppler Anemometry (LDA) and Particle-Image Velocimetry (PIV) are less often used because they are more expensive. CFD simulations are routinely performed by the relatively low-cost steady Reynolds-Averaged NaviereStokes (RANS) approach. LargeEddy Simulation (LES) is less often used because of its larger complexity and cost. This paper reviews wind-tunnel and CFD techniques to determine PLW speeds expressed generally in terms of amplification factors defined as the ratio of local mean wind speed to mean wind speed at the same position without buildings present. Some comparative studies systematically indicate that the low-cost wind-tunnel techniques and steady RANS simulations can provide accurate results (~10%) at high amplification factors (>1) while their accuracy can deteriorate at lower amplification factors (<1). This does not necessarily compromise the accuracy of PLW comfort assessment, because the higher amplification factors provide the largest contribution to the discomfort exceedance probability in the comfort criterion. Although LDA, PIV and LES are inherently more accurate techniques, this paper supports the continued use of faster and less expensive techniques for PLW studies. Extrapolating a previous saying, we argue that pedestrianlevel wind comfort is one of the few topics in wind engineering where nature is kind to us concerning turbulent flows.
Introduction
High-rise buildings can introduce high wind speed at pedestrian level, which can lead to uncomfortable or even dangerous conditions. Wind discomfort can be detrimental to the success of new buildings. In 1970, Wise [1] reported about shops that are left untenanted because of the windy environment which discouraged shoppers. Lawson and Penwarden [2] reported the death of two old ladies due to an unfortunate fall caused by high wind speed at the base of a tall building. Nowadays, many urban authorities only grant a building permit for a new high-rise building after a wind comfort study has indicated that the negative consequences for the pedestrian wind environment remain limited. Although thermal comfort is also important (e.g. Refs.
[3e7]) and humidity, solar radiation and precipitation also play an important role [4,5,8e10] , wind comfort generally only refers to the mechanical effects of wind on people (e.g. Refs. [2, 11] ).
A PLW comfort study should be performed by a combination of three types of information/data: (1) statistical meteorological data; (2) aerodynamic information; and (3) a comfort criterion. The aerodynamic information is needed to transform the statistical meteorological data from the weather station (meteorological site) to the location of interest at the building site. At this location, the transformed statistical data are combined with the comfort criterion to assess local wind comfort. This procedure is schematically depicted in Fig. 1 . Wind statistics at the meteorological site can be expressed as potential wind speed (U pot ), i.e. corresponding to a terrain with aerodynamic roughness length z 0 ¼ 0.03 m [12] . The aerodynamic information usually consists of two parts: the terrainrelated contribution and the design-related contribution. The terrain-related contribution represents the change in wind statistics from the meteorological site to a reference location near or at the building site, i.e. the transformation of U pot to U 0 . The designrelated contribution represents the change in wind statistics due to the local urban design, i.e. the transformation of U 0 to the local wind speed U. Information on transformation procedures to determine terrain-related contributions can be found in e.g. Refs.
[13e15]. The design-related contribution (i.e. the wind flow conditions around the buildings at the building site) is generally obtained by either wind-tunnel testing or numerical simulation with Computational Fluid Dynamics (CFD).
Wind comfort criteria generally exist of a threshold value U THR for the effective wind speed U e and a maximum allowed exceedance probability P of this threshold. The effective wind speed is defined as:
where U is the mean wind speed, k the peak factor (generally between 0 and 3.5) and s u the root mean square (rms) wind speed.
Reviews on comfort criteria have been provided by Bottema [16] , Koss [17] and Janssen et al. [18] . As an example, Table 1 shows the  comfort criterion and Table 2 the safety criterion in the Dutch Wind Nuisance Standard NEN 8100 [19] , which is e to the best of our knowledge e the first and to the present day the only wind comfort standard in the world. In this standard the threshold wind speed for wind comfort is 5 m/s, the peak factor k is 0 and different exceedance probabilities point to different comfort classes for three types of activities: traversing, strolling and sitting. An overview of some other wind comfort criteria and their comparison with the NEN 8100 criterion is given in Table 3 .
As mentioned earlier, the design-related contribution is generally obtained by either wind-tunnel testing or numerical simulation with CFD. Wind-tunnel measurements for PLW can be performed with low-cost techniques such as hot-wire or hot-film anemometry (HWA or HFA) (e.g. Refs.
[23e33], pulsed-wire anemometry (PWA) (e.g. Refs.
[34e36]), Irwin probes (e.g. Refs.
[37e42]) or sand erosion (e.g. Refs. [30, 38, 41 ,43e49])). On a few occasions, also infrared thermography has been used (e.g. Refs.
[50e52]). LaserDoppler Anemometry (LDA) (e.g. Ref. [41] ) and Particle Image Velocimetry (PIV) (e.g. Ref. [41] )) are less often used because they are more elaborate and more expensive.
CFD simulations of PLW are routinely performed by the relatively low-cost 3D steady Reynolds-Averaged NaviereStokes (RANS) approach (e.g. Refs. [21, 33, 48 ,53e85]), while Large Eddy Simulation (LES) is less often used because of its larger complexity and computational cost. Some exceptions of PLW studies with LES The reference wind speed at the building site (U 0 ) is defined in the virtual situation as the wind speed at the location of interest but without buildings present. The corresponding aerodynamic roughness lengths z 0 are also indicated.
Table 1
Criteria for wind comfort according to NEN 8100 [19] . Table 2 Criteria for wind danger according to NEN 8100 [19] . mean wind speed e by either wind-tunnel or CFD techniques e propagate to the overall assessment of wind comfort. The paper is structured as follows: In section 2, a review of wind-tunnel techniques for PLW is provided. Section 3 reviews studies on the accuracy of these wind-tunnel techniques for PLW. In section 4, some best practice guidelines for wind-tunnel testing of PLW are outlined. Section 5 contains a review of CFD techniques for PLW. Section 6 reviews studies on the accuracy of CFD techniques for PLW. In section 7, best practice guidelines for CFD simulation of PLW are presented. Section 8 consists of a simple wind comfort assessment study to demonstrate to what extent wind-tunnel or CFD errors in mean wind speed propagate to the overall wind comfort assessment. Sections 9 (discussion) and 10 (conclusions) complete the paper.
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Wind-tunnel techniques for pedestrian-level wind speed measurements
Hot-wire anemometry (HWA), hot-film anemometry (HFA), pulsed-wire anemometry (PWA) and laser-Doppler anemometry (LDA) are classified as "point measurement" techniques, although strictly they measure the air speed over a small area or volume. Irwin sensors also provide point measurements, while scour techniques (such as sand erosion), infrared thermography and Particle Image Velocimetry (PIV) are area techniques that provide spatially continuous information on the flow conditions over a large part (or the whole) of the area under study.
Hot-wire anemometry
Only single-wire measurements as commonly used in PLW studies are addressed. HWA uses a very fine wire (1e10 mm diameter) with a length of 0.5e3 mm with a high temperature coefficient of resistance such as tungsten, platinum, platinumrhodium, and platinum-iridium (Fig. 2a) . For PLW studies, the single wire should be positioned vertically in the wind tunnel, to measure the horizontal wind components and provide an average speed over the wire length. The wire is electrically heated up to a temperature substantially above the ambient temperature (typically 180e200 K temperature difference in gases) and the flow past the wire exerts a cooling effect on it. A distinction is made between CCA (constant-current anemometry), CVA (constant-voltage anemometry) and CTA (constant-temperature anemometry). The voltage output from these anemometers results from trying to maintain the specific variable (current, voltage or temperature) constant according to Ohm's law. The relationship between the resistance of the wire and the flow speed is then used to obtain an estimate of this flow speed.
Advantages of HWA are the very high frequency-response (up to 10 kHz) and the high spatial resolution due to the small dimensions. HWA has been used extensively in PLW studies. Durgin [38] labels it even as "ideal for measuring PLWs in the wind tunnel" when "used vertically and in the appropriate length". He however also acknowledges the main disadvantage of HWA, being its natural insensitivity to angular changes in the velocity vector normal to the wire axis (e.g., [36, 38] ). Because of this, measurements are limited to flows of low to moderate turbulence intensities. Flow reversal at high turbulence intensities can strictly not be measured by singlewire probes. In this respect, Durgin [38] states that for very high turbulence levels (e.g. larger than 20% when the actual wind may reverse itself), HWA will rectify the negative wind and indicate too high an average and too low a root mean square variation (rms) about the average, but that it will however indicate the correct peak 3 s gust when the appropriate filter is used in the output. Other Table 3 Different wind comfort and wind danger criteria consisting of wind speed thresholds and maximum allowed exceedance probabilities for different pedestrian activity categories [18] . [21] U > 1.8 m/s (2 Bft) 2% "Tolerable for covered areas" Melbourne [22] U þ 3.5s u > 10 m/s 0.022% (2 h/year) "Generally acceptable for stationary, longeexposure activities (outdoor restaurants, theatres)" NEN 8100 [19] U > 5 m/s 2.5% Quality Class A: "good climate for sitting long (parks)". Note: the Dutch Standard does not focus on caf e or restaurant terraces B (Sitting short):Pedestrian standing, standing/sitting over a short period of time, short steady positions, public park, playing field, shopping street, mall Isyumov & Davenport [20] U > 5.3 m/s (4 Bft) 1.5% (1/week) "Tolerable climate for standing, short exposure (parks, plaza areas)" Lawson [21] U > 3.6 m/s (3 Bft) 2% "Tolerable for pedestrian stand around" Melbourne [22] U þ 3.5s u > 13 m/s 0.022% (2 h/year) "Generally acceptable for stationary short-exposure activities (window shopping, standing or sitting in plazas)" NEN 8100 [19] U > 5 m/s 5% Quality Class B: "moderate climate for sitting long (parks)" C (Strolling): Pedestrian walking, leisurely walking, normal walking, ramble, stroll, walkway, building entrance, shopping street, mall Isyumov & Davenport [20] U > 7.6 m/s (5 Bft) 1.5% (1/week) "Tolerable climate for strolling, skating (parks, entrances, skating rinks)" Lawson [21] U > 5.3 m/s (4 Bft) 2% "Tolerable for pedestrian walk-thru" Melbourne [22] U þ 3.5s u > 16 m/s 0.022% (2 h/year) "Generally acceptable for main public access-ways" NEN 8100 [19] U > 5 m/s 10% Quality Class C: "moderate climate for strolling" D (Walking fast):Objective business walking, brisk or fast walking, car park, avenue, sidewalk, belvedere Isyumov & Davenport [20] U > 9.8 m/s (6 Bft) 1.5% (1/week) "Tolerable for walking fast (sidewalks)" Lawson [21] U > 7.6 m/s (5 Bft) 2% "Tolerable for roads, car parks" NEN 8100 [19] U > 5 m/s 20% Quality Class D: "moderate climate for walking fast" Unacceptable, poor wind climate / region in between D and Danger Danger P min Description of activity Isyumov & Davenport [20] U > 15.1 m/s (U > 8 Bft) 0.01% (1/year) "Dangerous" Melbourne [22] U þ 3.5s u > 23 m/s 0.022% (2 h/year) "Completely unacceptable e the gust speed at which people get blown over" NEN 8100 [19] U > 15 m/s 0.05% "limited risk" and "dangerous" disadvantages of HWA are its fragility, the fact that it can only be used in clean gas flows, its sensitivity to ambient temperature change and the requirement of frequent recalibration due to dust accumulation. 
Hot-film anemometry
Only single-film measurements as commonly used in PLW studies are addressed. HFA uses a 1e5 mm thick conducting film that is deposited on a ceramic cone-, wedge-, or cylinder-shaped substrate, e.g. a platinum film on the surface of a quartz rod with a typical diameter of 25e50 mm (Fig. 2b) . For PLW studies, the single film should be positioned vertically in the wind tunnel, to measure the horizontal wind components and provide an average speed over the film length.
Advantages of HFA compared to HWA are the use of a shorter sensing length, lower fragility, more flexibility in sensor configuration, lower susceptibility to fouling and easier to clean. The main disadvantage of HFA is the same as for HWA: the insensitivity to angular changes in the velocity vector normal to the wire axis and the resulting incapability to measure flow reversal. HFA has a lower frequency response than the HWA (about 100 Hz) which however is considered adequate for PLW studies [4, 5, 91] .
The use of HFA for PLW studies has been reported by e among others e Isyumov and Davenport [23] , Isyumov [102] , Stathopoulos [25] , Stathopoulos and Storms [26] , Ratcliff and Peterka [28] , Jamieson et al. [31] ), Wu and Stathopoulos [39, 51, 91] and Blocken et al. [32, 33] .
Pulsed-wire anemometry
As mentioned above, the main disadvantages of HWA and HFA are that flow reversal at high turbulence intensities can strictly not be measured by single-wire probes. This can be circumvented by multi-wire probes and complex data analysis [36] , which however are not commonly employed for PLW studies. Another alternative is Pulsed-Wire Anemometry (PWA) that measures the fluid velocity by timing the passage of a heat tracer between two fine wires ( Fig. 3) [34,36,103e105] .
Castro [36] provided a detailed overview of advantages and disadvantages of PWA. PWA is especially useful in flows of high turbulence intensity and has therefore been used to greatest effect in separated flows [36, 103] . Because typical PWA probes are significantly larger than HWA probes (although the wire spacing is similar to standard hot-wire lengths), PWA is best used in relatively large-scale experiments. This minimizes the problems related to the intrusive character of the technique and it also minimizes the errors arising from velocity shear effects, which are important in near-wall regions [36] . Disadvantages are that the velocity probe head (with wire lengths of about 5e10 mm) is quite large compared to standard HWA so that small-scale experiments are difficult, that it should only be used in isothermal flows and that the wires are very delicate, so the probes require much more careful handling than standard HWA probes [36] .
The use of PWA for PLW studies has been reported by Britter and Hunt [35] .
Laser-Doppler anemometry
Whereas HWA, HFA en PWA are intrusive techniques, where the probe and probe supports interfere with the flow field, LDA is generally considered to be a non-intrusive technique. This is correct if the seeding of the flow is not considered as flow intrusion. Seeding particles should be small and should have a density similar to that of the ambient fluid. LDA or Laser-Doppler Velocimetry (LDV) uses the Doppler shift in a laser beam to measure the flow velocity. Two crossing beams of collimated, monochromatic and coherent laser light generate a set of straight fringes (Fig. 4) . Seeding particles in the flow that pass through the fringes scatter light that oscillates with a specific frequency that is related to the velocity of the particles.
Advantages of LDA are its non-intrusive character, the high spatial resolution, its directional sensitivity which allows measuring high-turbulence intensity flow and the fact that the measurement is independent of the thermophysical properties of Fig. 2 . Hot-wire and hot-film anemometry sensors (Source unknown). Fig. 3 . Pulsed-wire velocity probe geometry [103] . Wire lengths (l) typically 5e10 mm; wire spacing (h) typically 0.5e1.5 mm. the ambient fluid. It is also suitable for measuring very low velocities as opposed to HWA, HFA and PWA that introduce thermal convection in the flow. Disadvantages are the relatively high cost (compared to HWA, HFA and PWA), the requirement for seeding the flow (if the flow does not already contain seeding in itself) and the need for careful alignment of the beams. The type of seeding also limits the actual time resolution of the flow that can be measured, as the seeding particles do not follow the highest frequencies of the flow field.
The use of LDA for PLW studies has been reported by e among others e Bottema [56] , Wu and Stathopoulos [51] and van Beeck et al. [41] .
Irwin probe
Irwin [37] developed and presented a simple omnidirectional sensor, specifically devised for wind-tunnel studies of PLW (Fig. 5) , which was later termed "Irwin sensor" or "Irwin probe" (by e.g. Durgin [38] , Monteiro and Viegas [40] , van Beeck et al. [41] ) or Surface Wind Sensor (SWS) (by e.g. Williams and Wardlaw [106] , Wu and Stathopoulos [39] ). The Irwin probe consists of a hole of diameter D in the model street surface with in its center a protruding tube of external diameter d slightly less than D. The tube protrudes to a height h above the street surface and the top of the tube is flat. Irwin [37] noted that experiments indicated there is little to be gained by using more complex shapes. The excess pressure Dp at the bottom of the sensor hole over that at the top of the sensor tube is measured and from this pressure difference the wind speed at a chosen height h s above the surface is calculated using a calibration formula, by assuming that the top of the probe is in the log-law dominated part of the boundary layer, as in the calibration experiments which are typically performed in an empty wind tunnel.
The main advantage of the Irwin probe, as mentioned by Irwin [37] himself, is that it allows measurements of PLW speed rapidly at a large number of locations. Indeed, the axi-symmetry of the sensor avoids the need for adjustments or re-alignments each time the wind direction (i.e. rotation of the turntable with model) is changed. It should be noted however that this is also the case for omnidirectional HWA or HFA. Regardless, the Irwin probe is very robust and easy to use: it is less fragile, less susceptible to fouling and much easier to clean than hot wires or hot films. Disadvantages of the Irwin probe however are, just as for HWA and HFA, its directional insensitivity to angular changes in the velocity vector in a horizontal plane and the resulting incapability to measure flow reversal. In addition, the calibration formula assumes that the top of the tube is in the logarithmic law-of-the-wall region, which may not be the case for all areas of the flow field.
Further analysis of the Irwin sensor was performed by Wu and Stathopoulos [39] , who analyzed the sensor by comparison with results from HFA. Their findings indicated that the sensor should be set at the same height as the measuring level of the wind speed for a reliable measurement, because considerable errors can result when a short sensor is used to measure the wind flow at a higher level above the ground. They also mentioned that high turbulence intensity may also be a source of error in measurements by HFA and other instruments, and that therefore it is hard to evaluate the Irwin sensor only from the comparison with the vertical HFA data.
The use of Irwin probes for PLW studies has been reported by e among others e Irwin [37] , Durgin [38] , Williams and Wardlaw [106], Wu and Stathopoulos [39] , van Beeck et al. [41] and Tsang et al. [42] .
Scour techniques
Scour techniques refer to the examination of erosion/scouring patterns of a particulate and cohesionless material created by wind flow where a few layers of the particulate material are initially covering the wind-tunnel turntable. Often, sand is used, although also other granular or flaky cereal materials have been tested. Because sand is most often used, in this paper we will use the term "sand-erosion technique" to refer to this type of techniques. The technique originated from studies of snow drifting and snow control in water flumes and tunnels (Theakston, as cited by Livesey et al. [46] ). The execution of the sand-erosion technique consists of two stages, as schematically depicted in Fig. 6 . In the first stage (calibration stage), the wind-tunnel turntable (without building model) is sprinkled with a uniform fine layer of dried sand. Let U WT denote the wind-tunnel speed that is set by the operator of the tunnel (e.g. the speed of the fan). U WT is increased in steps until at a certain wind speed value (U WT,E ) the sand is blown away. This wind speed represents the erosion speed in free-field conditions. In the second stage, the building model is placed on the turntable and the floor is sprinkled again with a uniform thin layer of sand. Again, the wind-tunnel speed is increased in steps (U WT,1 , U WT,2 ,…) and the sand erosion that occurs locally at each step is allowed to reach a steady state. The areas in the flow field where sand is eroded, are then registered by photography [43e45,90] or digital imaging [47] . From this information, an estimate of the local amplification factor at the edges of the sand erosion patterns is given by the ratio K ¼ U WT,E /U WT,1 . The local amplification factor is defined as the local wind speed divided by the wind speed that would occur at the same location if the buildings were absent. Where the sand erodes for a free-stream speed lower than the reference speed, (U WT,1 < U WT,E ), the presence of the building(s) creates a local speed-up (K > 1). The locations that are not eroded for U WT,1 > U WT,E are locations where the presence of the building(s) creates a local speed-down (K < 1). Photographs for successive wind speed intervals can thus be used to draw zones of equal amplification factor, resulting in sand-erosion contour plots, as shown in Fig. 7b . This way, it appears that quantitative information can be obtained.
The advantages of the sand-erosion technique are that it is simple, fast and inexpensive. In addition, it has a strong visual character and it provides information over the whole surface area under investigation. This avoids the problem with discrete sensors that there is always a chance that significant problem areas are missed. The strong visual character of sand erosion also aids in the communication of results to building designers, architects and urban planners. Livesey et al. [47] state that the scour technique is ideal for providing information on the "before" and "after" cases, from which an initial assessment of the impact can be made. Disadvantages however are the low measurement accuracy in highturbulence intensity regions of the flow. In these regions, the sand erodes for a lower mean friction velocity due to large fluctuations around the mean that are higher than the so-called threshold friction-velocity of the sand (U* thr ). Another problem is the easier entrainment of particles due to up-wind particle impacts, also called "down-wind erosion" [49, 107] . Sand erosion also has no directional sensitivity and sand erosion tests can depend on the size and geometry of the particles and on the way in which the particle layers are prepared.
A very extensive set of sand-erosion tests was performed by Beranek and Koten [43, 44] and Beranek [45, 90] on behalf of the Dutch Foundation Building Research (Stichting Bouwresearch). The results are reported in an introductory paper [43] and in two extensive reports, one focusing on isolated buildings [44] and one on multi-building configurations [45] . The tests were conducted in a boundary-layer wind tunnel with an approach-flow mean wind speed profile with power-law exponent 0.28 and with buildings at a scale of 1:500. The sand was composed of grains of diameter 0.1e0.2 mm and the thickness of the sand layer was about 0.4 mm. Each wind-tunnel run lasted 2 min. Beranek and van Koten [44] reported an excellent reproducibility of the sand-erosion contours. Their documents provide a very large database of information. One of these results is illustrated in Fig. 7b . Unfortunately however, apart from the power-law exponent, no information is provided about the approach-flow characteristics of the simulated atmospheric boundary layer, which limits the applicability of the results.
At the Von Karman Institute (VKI) for Fluid Dynamics in SintGenesius-Rode, Belgium, sand erosion is a frequently used technique for the assessment of PLW. The calibration is performed on a smooth flat plate. The sand placed on the surface has the property to erode at a given friction velocity, i.e. the threshold friction velocity U* thr . Erosion is allowed to last 1 min, which is long enough so that the sand contours are stable and do not depend much on the initial sand thickness non-uniformities and short enough so that extreme gusts do not play and important role [41, 49] . The windtunnel speed is increased in steps and at each step, a picture is taken. At each step, at the sand contour, the friction velocity is U* thr . The relationship between sand-erosion patterns and the friction velocity is still not completely understood, especially in separation regions that are characterized by high turbulence levels. The threshold friction velocity is a property of the sand. To extract quantitative data such as wind amplification factors, van Beeck et al. [41] presented a different approach than that reported above. They use the knowledge of the threshold friction velocity to compute the velocity at height z with the universal law of the wall for turbulent flow over a smooth wall [108] :
where U(z) is the velocity at height z and n is the kinematic viscosity of air. The use of scour techniques for PLW studies has been reported by e among others e Cheung [109] , Beranek and van Koten [43, 44] , Borges and Saraiva [110] , Beranek [45, 90] , Durgin [38] , Isyumov et al. [111] , Isuymov and Amos [112] , Surry and Georgiou [113] , Livesey et al. [46, 47] , Uematsu et al. [30] , Dezs€ o [107] , van Beeck et al. [41] and Conan et al. [49] . This method has also been used extensively for snow dispersion/accumulation measurements when particles simulating snow are also necessary to be modeled in the wind tunnel.
Infrared thermography
The infrared thermography technique for PLW speed assessment was developed by Yamada et al. [114, 115] and Uematsu et al. [116] . Their work was published in the English language journals by Yamada et al. [50] and Sasaki et al. [52] . This technique was also investigated by Wu and Stathopoulos [51] . It is based on the fact that the heat transfer from a heated body to the flow is closely related to the flow conditions near the body surface. The set-up used in these experiments by Sasaki et al. [52] is schematically depicted in Fig. 8 . Part of the wind tunnel floor is made of a 12 mm thick acrylic plate and is warmed up by hot water. The building model made of material with low thermal conductivity is placed at the center of the wind tunnel floor. After a statistically steady state of the wind-flow pattern is achieved, the temperature distribution of the floor surface is recorded by infrared thermography and displayed as a thermal image. The relationship between the surface temperature and the wind speed was investigated by a comparison of the experimental results from infrared thermography and wind speed measurements with HWA. The hot wire was placed vertically at a height equivalent to 1.5 m above the ground. It was found that the temperature reduction dT could be correlated with effective wind speed U e ¼ U þ 3s u in areas of the flow where the amplification factor K > 1, although the correlation coefficient was only situated in the range 0.8e0.9. Note that K is defined as before, i.e. the ratio of the local mean wind speed to the wind speed at the same location without buildings present. Wu and Stathopoulos [51] investigated in more detail the ability to establish correlations between temperature reduction and effective wind speed U e ¼ U þ 3s u , as measured by HFA. The HFA was placed vertically at a height equivalent to 2 m from the ground. Instead of K, they use an overspeed ratio R as the ratio of the effective wind speed to the effective wind speed at the same position without buildings present. For the rectangular building models tested, they identified roughly three zones divided by the dashed lines in Fig. 9 : (1) R > 1 and dT > 0, corresponding to the corner stream zone, where the increase in wind speeds is indicated by both methods; (2) R < 1 and dT > 0, the frontal-vortex zone, where the results suggested by the two methods are contradictory; and (3) dT < 0, the waketurbulence zone, where the sheltering effect is present to some extent. The contradictory results in zone 2 were correctly attributed the important contribution of the vertical velocity component in the downflow to the cooling of the surface. This was confirmed by 3D LDA measurements [48] . In zone 3, it was shown that the wind velocity vector was strongly dominated by its horizontal constituents.
Wu and Stathopoulos [51] provided an overview of the advantages of infrared thermography. In contrast to sand erosion, it is a non-intrusive area technique as it does not require that extra materials are introduced into the measurement. In contrast to sand erosion, only one wind speed is required for a high resolution of temperature distributions. The technique can also be fully computerized and is convenient for data acquisition, processing, and presentation. It is possible to obtain informative statistics such as root-mean-square, peak and spectrum values of the reduced temperature and hence the wind speed, using continuously recorded thermal signals. It should be noted however that this may be impeded by the response dynamics of the heated plate to the surface turbulence with a wide range of fluctuating frequencies. A potential disadvantage is the disturbance of the wind flow by convection, which would constitute some intrusive character of this technique, but Wu and Stathopoulos [51] state that the temperature difference between the measurement plate and air flow can be set at a very low level so that the disturbance to wind flow from the heat convection becomes negligible. Furthermore, it is possible to conduct the tests at high wind speed so the Richardson numbers remain sufficiently low. Like sand erosion, also the infrared thermography technique is easily understandable for building designers and urban planners.
In spite of these advantages, infrared thermography is only very rarely applied for practical PLW assessment. This could be attributed to the main limitations of this technique: the more complicated and non-standard experimental set-up with its different components ( Fig. 8 ) and, maybe most important, the problems in relating the temperature decrease to an effective wind speed. The latter problem is twofold: first, the overall low correlation between temperature decrease and effective wind speed; even in areas with K > 1, e.g. corner stream areas, the correlation is only 0.8e0.9, as shown by Yamada et al. [50] ; second, the influence of down-flow yielding a strong vertical component in the 3D velocity vector. As discussed by Wu and Stathopoulos [51] , this component is not detected by HFA but contributes significant to the temperature decrease. It should be noted that the vertical component of the wind velocity vector might be perceived as causing discomfort but it does not act to destabilize pedestrians.
Particle image velocimetry
PIV is generally considered to be a non-intrusive area technique. This is correct if the seeding of the flow is not considered as flow intrusion, i.e. when the particles are sufficiently small and their density is similar to that of the ambient fluid. Tracer particles in the flow are illuminated by two short pulses of a laser sheet and these illuminations are recorded on camera (Fig. 10 ). As such, also the motion of these particles is recorded. The local velocity is then estimated from the displacement of these particles (actually groups of particles) over the short time interval between the two pulses.
Advantages of PIV are its non-intrusive character, its high spatial resolution, its directional sensitivity and the fact that it is an area technique. Despite the very good spatial resolution, the frequency resolution of PIV is often a limitation for measuring the turbulence spectra (>10 kHz needed) that is an order of magnitude above the classical PIV possibilities [49] , although this is not considered a disadvantage for PLW studies. Furthermore, laser-light shielding and/or reflections by buildings in multi-building models can seriously hamper the successful application of PIV. This is especially problematic for PLW problems which typically involve clusters of buildings [70] .
PIV studies for PLW have only been published by Desz€ o [107] , van Beeck et al. [41] and Conan et al. [49] .
Other techniques
For completeness some other techniques are briefly mentioned here. Other point techniques include thermistors (i.e. sensors similar to hot-wire or hot-film anemometers but without their high frequency response to measure gust speeds), the Preston sensor (similar to the Irwin sensor), the Pitot static tube [107, 117] , the deflection velocimeter [118] and the sonic flowmeter [119] . Another area technique is oil streaking [44] that provides spatially continuous information of the local surface shear stress and therefore an indication of surface wind speed (Fig. 7c ). Other visualization techniques that can be used to provide a qualitative indication of the flow include smoke streaklines, particle injection, tufts and directional vanes.
Accuracy of wind-tunnel techniques for pedestrian-level wind speed
Acknowledging the fact that it is difficult to determine the absolute accuracy of a particular wind-tunnel technique in a given situation, this section will present comparisons between various techniques, as reported in the literature.
Comparison between HFA and on-site measurements
Isyumov and Davenport [23] compared wind-tunnel measurements and full-scale measurements of mean wind speed for the Commerce Court Plaza project in Toronto, Canada. The wind-tunnel measurements were performed with single-ended hot-film anemometer probes. The full-scale measurements of wind speed and wind direction were made with a propeller vane anemometer mounted on a portable tripod. The comparisons were made for 7 plaza locations, where the full-scale measurements were conducted sequentially at each location twice a day during a two-week period. Although Isyumov and Davenport [23] acknowledged that the two-week period was not adequate to allow a comprehensive comparison, they reported that the agreement between windtunnel and full-scale mean wind speed was particularly encouraging for relatively windy areas of the plaza, where it was found to be within about 10%, as shown in Fig. 11 . They concluded that this 10% agreement was encouraging because it implied that representative wind tunnel methods can effectively provide information on the more important aspects of the surface wind speed climate [23] .
Comparison between scour tests and HWA
Many factors influence the accuracy and reliability of quantitative information derived from scour tests. Livesey et al. [46] in their first journal paper on scour techniques indicate some particular difficulties in obtaining quantitative data from scour tests, including the fact that turbulence in the flow promotes an earlier particle motion and increases the rate of transport. Therefore, they mention that the observed initial scour patterns might be related to some measure of the instantaneous rather than the mean wind speed. From this study, they concluded that these data are most suited for describing less quantitative measures of the wind environment where relative rather than absolute information is needed. Later, Durgin [38] labeled the results from scour tests as semi-quantitative. In 1992, Livesey et al. [47] reported a continued and more detailed evaluation of scour tests by comparison with HWA at the Boundary Layer Wind Tunnel Laboratory (BLWTL). Based on this work, they concluded that the scour technique can now be a useful tool for quantifying the extent of the impact of a new development on its surroundings [47] .
The information below briefly reports how they arrived to this conclusion. The scour tests were performed with a bran, the particles of which are plate-like and light, rather than granular, as sand. First, in the calibration stage, the threshold wind speed of the particulate material was determined. To this extent, the empty wind tunnel turntable was covered with a thin uniform layer of the material, a few grains deep, and the wind tunnel speed was increased until steady-state scouring is achieved. The exact speed at which particle movement occurs was rather difficult to determine due to the variability of the surface characteristics and the influence of turbulence. Therefore, the calibration procedure was repeated several times and an average of the threshold wind speed values was taken. Next, in the actual testing stage, tests were conducted for a block of L1 [47] reported that the agreement between wind speed ratios obtained from scour tests and HWA depends on the magnitude of the turbulence intensity in the area of interest, relative to that at the test location at which the threshold speed of the material has been determined. When the turbulence intensities are comparable, as they were in this study, the scour patterns provide an indication of the local mean wind speed, so with a peak factor k ¼ 0. This is the mean wind speed which is used to describe the threshold speed in the calibration of the material. Livesey et al. [47] however also state that different shapes, densities and particle sizes of materials may give different results for comparisons with HWA speeds. Note that Fig. 12 clearly shows that the deviations between scour tests and HWA measurements decrease rapidly with increasing ratio (V i /V h ) HWA . In other words, scour tests and HWA give very similar results for high wind speed areas.
Comparison between sand erosion and PIV
Detailed wind-tunnel experiments with sand-erosion tests and PIV were performed at the VKI in Sint-Genesius-Rode, Belgium, for a backward facing step (BFS) (Fig. 13) [41, 49, 107] . In spite of its geometrical simplicity, the two-dimensional backward-facing step is a useful geometry for testing in building aerodynamics because the flow contains most of the salient features that are also present in the flow around buildings: flow separation, a shear layer, a recirculation zone (near wake), an impingement zone and a far wake. The experiments were conducted in a small low-speed blowing type wind tunnel with a test section of 0.2 Â 0.2 m 2 . The tunnel was equipped with a 1000 mm long wooden flat plate with the height of the BFS H ¼ 20 mm (Fig. 13a) . Upstream of the BFS the test section is reduced to 0.20 Â 0.18 m 2 . The BFS height was 2.00 ± 0.01 cm and the radius of curvature of the step edge is 0.1 mm. The aspect ratio of the step is 10. The transition of the boundary layer was triggered at the leading edge of the plate by a 0.1 m fetch of rough emery paper (Fig. 13b) . The flow is characterized by Re H based on the step height of 21,800, where U ∞ ¼ 17.1 m/s is the free-stream velocity upstream of the step. This Re number is well above the critical value of 11,000 that is often used as a threshold for Reynolds-number independent flow for bluff bodies with sharp edges [120] . First, PIV was used to measure the velocity vector field downstream of the BFS. The PIV measurements were made in the vertical center plane. A set of 500 images was used for computing the time-averaged velocity field, which is shown in Fig. 14 . The estimated single-velocity measurement error is approximately 0.25 m/s [49] . Next, the sand erosion tests were performed. The calibration for the sand erosion tests was performed on a smooth flat plate, also equipped with an emery paper strip, to determine the free-stream wind speed U ∞ at which sand erosion occurs. For the actual tests, the downstream part of the step was covered with a thin layer of sand (Fig. 13b ) and the amplification factor K was computed for five free-stream velocities U ∞ ¼ 15.3, 16.0, 16.5, 17.0 and 17.6 m/s. The sand erosion and PIV results are compared in Fig. 15a . Fig. 15b shows the sand layers downstream of the BFS after 1 min for a free stream velocity of 17 m/s. Sand remains in the low velocity regions, i.e. the small corner vortex and the reattachment zone of the large recirculation bubble near X/H ¼ 6 (see Fig. 14b ). For the PIV results in Fig. 15a , two curves are given: one for the mean wind speed U and one for the mean wind speed plus the rms value. The sand erosion results exhibit the same trend as the PIV measurements and are situated between the two PIV curves. For low turbulence areas (x/H < 3), sand erosion provides a very good agreement (within 2%) with the mean wind speed PIV results, while in the high-turbulence reattachment area (4.5 < x/H < 6.5) the sand erosion results are closer to U þ U rms . The sand erosion results overestimate the mean velocity in areas with high turbulence intensity. This is in line with the findings from Livesey et al. [47] described in the previous section.
As in the previous comparison study, the conclusion is that scour tests e when conducted carefully e can provide an accurate quantitative estimate of the mean wind speed in areas of high mean wind speed U and hence high amplification factor (which are the areas where the turbulence intensity s u /U is low). 
Comparison between sand erosion and LDA
Comparisons between sand erosion and LDA were performed by van Beeck et al. [41] . For this comparison, quantitative values of the mean wind speed (not amplification factor or any other wind speed ratio) were obtained from the sand-erosion tests using the procedure presented by van Beeck et al. [41] that is based on the logarithmic law of the wall (Eq. (1)). Sand grains with a maximum diameter of 600 mm were obtained by sieving. A 1e2 mm thick sand layer was spread on the wind-tunnel floor. For the sand used, the friction velocity U* thr ¼ 0.23 m/s. The calibration for this critical friction velocity has been carried out on a smooth flat plate using a flattened pitot tube for the velocity profile, post-processed by Bradshaw's method [117] to obtain the friction velocity at the moment sand starts to erode in reptation mode [107] , such that the moving sand grains do not have enough energy to induce secondary erosion due to sand impingement. At each step, at the borders of the erosion patterns, the velocity is the friction velocity. From the logarithmic law of the wall [121] and the value of U* thr the mean velocity profile is given by Eq. (1). This value is about 5 m/s at 10 mm above the wind tunnel floor, which corresponds to about 1.75 m in reality if the model scale would be 1:175. Note that 5 m/s is also the threshold mean velocity used in the Dutch standard for wind comfort assessment [19] . Eq. (1) might lead to a too high mean velocity estimation if the photograph of the sand erosion patterns is taken after 1 min. In reality sand erosion will also occur at locations with a low mean wind velocity and a high probability of gusts [107, 122] . Fig. 16 depicts the comparison between the velocity magnitude deduced from the sand erosion technique in combination with Eq. (1) and from LDA as a function of X/H for different distances from the floor, i.e. until 1/4th the BFS step height. For the sand erosion technique, the velocity is deduced from Eq. (1) at locations where the BFS-centerline crosses the three visible sand contours. The mean velocity deduced from the sand erosion technique is overestimated by less than 10% with respect to the LDA mean wind speed in the recovery region. In the recirculation region, the overestimation is more than 20% due to turbulence/gusts, getting worse further away from the sand layer, where the applicability of Eq. (1) fails. Note that only in the recovery region in the far wake (x/H ¼ 7.5), the variation of the wind speed with height is correctly predicted by sand erosion in Eq. (1), indicating that the log law is only valid at these positions.
Comparison between Irwin probes and LDA
Comparisons between Irwin probes and LDA for the same BFS as in previous subsections were presented by van Beeck et al. [41] . Five Irwin sensors were placed (Fig. 17a) : one in the small corner vortex, two in the large recirculation zone, one near the reattachment point and one in the recovery region. For every position, Irwin probe and LDA measurements were made at five heights: 1, 2, 3, 4 and 5 mm. Fig. 17b shows that the Irwin probes overestimate the wind speed by up to more than a factor 2 in locations with a mean velocity below 1.5 m/s. Overestimations drop below 20% above 3 m/ s in the recirculation zone. In the recovery region after the reattachment point, the mean velocity from the Irwin probe deviates less than 5% with respect to the LDA mean velocity. The conclusion made from this comparison is that the Irwin probes can provide accurate results of mean wind speed in the area of high wind speed/ low turbulence intensity.
Comparison between Irwin probes and HFA
Wu and Stathopoulos [91] compared results from Irwin probes and HFA for a 1/400 scale model of a rectangular highrise building (Fig. 18 ). The Irwin probes had 5 mm height and were installed at 37 positions. Later, vertically installed hot films with their center at 5 mm above the tunnel floor measured mean and RMS wind speed at 42 positions. Fig. 18 indicates a close agreement between the two measurement sets in the upstream area and the corner stream regions. In the near wake behind the building, the Irwin probe provides higher mean speed ratios than HFA. Again, the agreement between the techniques is good to very good in the areas of high wind speed U and hence high amplification factor K.
Observations and/or statements from other comparative windtunnel studies
Visser and Cleijne [123] refer to four studies [23, 27, 124, 125] in which comparisons of wind-tunnel measurements with HWA or HFA and full-scale data were made. All these studies concerned high-rise buildings and the agreement ranged from moderate to quite good, with the best agreement for the windiest locations, i.e. those with the highest amplification factor K.
The VKI successfully extended the use of the sand-erosion technique beyond the application of PLW. Sanz-Rodrigo et al. [126] applied this technique to study snow drift (removal and accumulation) around the new Belgian Antartic base, where this technique proved very valuable to determine not only the optimal position but also the orientation of the station. Conan et al. [49] applied the sand-erosion technique to estimate wind speed over mountainous terrain, aimed at wind resource assessment for wind energy applications (Fig. 19) . They reported that for high speed positions, results extracted from sand erosion appeared to be comparable to those calculated by PIV, and that the technique is repeatable, able to perform a detection of the high speed area and capable of giving an estimate of the amplitude of the wind.
Comparisons between infrared thermography and HWA were made by Yamada et al. [50] and Wu and Stathopoulos [51] . As already mentioned in section 2.7, these comparisons indicated the difficulty in relating the surface temperature reduction to an effective wind speed, also in areas with high amplification factors such as the standing vortex in front of the building. 
Remark
The large number of previous studies outlined above systematically indicate that the lower-cost techniques HWA, HFA, Irwin probes and sand erosion provide quantitative results very close to those by the higher-cost and more accurate techniques LDA and PIV, at least in the so-called "windiest" areas, which are the areas with high amplification factor. These are precisely the areas where the assessment of wind comfort is most important. An exception is infrared thermography, where HWA indicates very different results in the standing vortex.
Best practice guidelines for wind-tunnel testing of pedestrian-level wind speed
In 1975, Isyumov and Davenport [23] published their pioneering study of comparing full-scale and wind-tunnel wind speed measurements in the Commerce Court Plaza in Toronto. At the end of this study, they mentioned that a representative simulation of the overall full-scale flow regime is a prerequisite to effective wind tunnel assessments of the flow around and within building complexes, based on their experience that pedestrian level flow conditions even in a very built-up environment are quite sensitive to the structure of the approaching wind [23] . They concluded that, in boundary layer wind tunnel simulations, it is important to representatively model both the immediate proximity of the area of interest as well as the structure of the approaching flow [23] . Indeed, if best practice is not applied to the structure of the approaching flow, accurate results cannot be expected, irrespective of the measurement technique. It is therefore not surprising that the best practice advice published in the ASCE Manuals and Reports on Engineering Practice No. 67: Wind Tunnel Studies of Buildings and Structures [4] focuses in depth on characteristics of ABL wind tunnels, on wind-tunnel modeling of the ABL, on the generation of topographic models, on the influence or near-field and specific structures, on the selection of the geometric and velocity scale and on Reynolds number scaling. For more information, the reader is referred to these documents.
Once the adequacy of representation of the structure of the approaching flow is ensured, the focus can shift to the selection of an appropriate measurement technique. Irwin [89] stated that it may be worth using a less accurate measuring system if it results in an improved coverage. Wu and Stathopoulos [91] mentioned that a suggested approach might consist of two stages: first to use area methods (such as scour tests or infrared thermography) for assessing the wind behavior and identifying windy zones in a wide area, next to carry out point measurements (such as HWA, HFA, Irwin probe measurements or LDA) for detailed information at some critical positions. This suggested approach originates from the stronger quantitative features of the so-called point methods as opposed to scour test or infrared thermography. ASCE [5] states that the choice of experimental technique must be guided by the requirements for accuracy, repeatability, stability, resolution and cost. Measurements must sample the wind for a sufficient time to obtain statistically stable values of the target variables. The number of measurement locations depends on the extent of the model area to be covered and on the type of instruments used. HWA could typically use 20 to 40 locations, but with Irwin sensors more locations are feasible, e.g. 50 to 100, or even more [104, 127] .
CFD techniques for pedestrian-level wind speed
As illustrated by a detailed review of 50 years of computational wind engineering [82] , CFD is gaining increasing acceptance as a tool for PLW studies. This can to a large extent be attributed to the support by the increasing number of best practice guidelines for CFD that have been published in the past 15 years, many of which were developed with specific focus on PLW [70e73, 77, 83, 128, 129] . This increased acceptance has also been confirmed by the publication of the new Dutch Wind Nuisance Standard, NEN8100 [11, 19] that specifically allows the user to choose between wind-tunnel testing and CFD for analyzing PLW comfort and safety. CFD has some particular advantages compared to wind-tunnel testing. It provides whole-flow field data, i.e. data on the relevant parameters in all points of the computational domain. As such, CFD can avoid the two-stage process in wind-tunnel testing (first application of area technique followed by application of point technique). Unlike wind-tunnel testing, CFD does not suffer from potentially incompatible similarity requirements because simulations can be conducted at full scale. This is particularly important for extensive urban areas that would require too large scaling factors. CFD simulations easily allow parametric studies to evaluate alternative design configurations, especially when the different configurations are all a priori embedded within the same computational domain and grid. However, the accuracy of CFD is a matter of concern and verification and validation studies are imperative. This concern is also reflected in the Dutch Wind Nuisance Standard that demands quality assurance e it actually does this both for CFD and for windtunnel testing. Note that CFD solution verification and validation and complete reporting of the followed procedure are essential components of quality assurance. The following sections briefly address the approximate forms of the governing equations that are most frequently used in wind engineering studies.
NaviereStokes equations
The governing equations are the three laws of conservation: (1) conversation of mass (continuity); (2) conservation of momentum (Newton's second law); and (3) conservation of energy (first law of thermodynamics). The energy equation will not be considered in this paper. While strictly the term NaviereStokes (NS) equations only covers Newton's second law, in CFD it is generally used to refer to the entire set of conservation equations. The instantaneous three-dimensional NS equations for a confined, incompressible, viscous flow of a Newtonian fluid, in Cartesian co-ordinates and in partial differential equation form are:
The vectors u i and x i are the instantaneous velocity and position, p is the instantaneous pressure, t is the time, r is the density, n is the molecular kinematic viscosity and s ij is the strain-rate tensor:
As directly solving the NS equations for the high-Reynolds number flows in urban physics and wind engineering is currently prohibitively expensive, approximate forms of these equations are solved. Two main categories used in wind engineering are RANS and LES. RANS stands for Reynolds-averaged NaviereStokes, while LES is the acronym for Large Eddy Simulation. In addition, hybrid RANS/LES approaches exist, although they are only very rarely used in urban physics and wind engineering.
Reynolds-averaged NaviereStokes
The RANS equations are derived by averaging the NaviereStokes (NS) equations (time-averaging if the flow is statistically steady or ensemble-averaging for time-dependent flows). With the RANS equations, only the mean flow is solved while all scales of the turbulence are modeled (i.e. approximated). This is schematically depicted in Fig. 20 . Up to now, RANS has been by far the most commonly used approach in CFD for PLW.
The RANS equations are obtained by decomposing the solution variables as they appear in the instantaneous NS equations (Eqs. 2aeb) into a mean (ensemble-averaged or time-averaged) and a fluctuation component. For an instantaneous variable 4 this means:
where 4 is the mean and 40 the fluctuating component (around the mean). Replacing the instantaneous variables in Eq. (2aeb) by the sum of the mean and the fluctuation components and taking an ensemble-average or time-average yields the RANS equations:
Here, u i and p are the mean velocity and mean pressure, u i ' and p' are the fluctuating components and s ij is the mean strain-rate tensor:
The horizontal bar in the equations denotes averaging. When comparing the set of equations (Eq. (4)) with the instantaneous set (Eq. (2)), the similarity between both sets is observed, but also that the averaging process has introduced new terms, which are called the Reynolds stresses or turbulent momentum fluxes. They represent the influence of turbulence on the mean flow. The instantaneous NS equations (Eq. (2)) form a closed set of equations (four equations with four unknowns: u i and p). The RANS equations do not form a closed set due to the presence of the Reynolds stresses and turbulent heat and mass fluxes (more unknowns than equations). It is impossible to derive a closed set of exact equations for the mean flow variables [130] . Closure must therefore be obtained by modeling. The modeling approximations for the Reynolds stresses are called turbulence models.
A distinction has to be made between steady RANS and unsteady RANS (URANS). Steady RANS refers to time-averaging of the NS equations and yields statistically steady descriptions of turbulent flow. URANS refers to ensemble-averaging of the NS equations. URANS only resolves the unsteady mean-flow structures, while it models the turbulence. LES on the other hand actually resolves the large scales of the turbulence. URANS can be a good option when the unsteadiness is pronounced and deterministic, such as von Karman vortex shedding in the wake of an obstacle with a low-turbulence approach flow. However, given the relatively high turbulence in (approach-flow) atmospheric boundary layers, LES or hybrid URANS/LES should be preferred over URANS for these applications. Tominaga [131] provides a thorough discussion of the use of URANS for wind flow around an isolated building, focused on the effect of large-scale fluctuations on the velocity statistics. Franke et al. [72] state that, since URANS also requires a high spatial resolution, it is recommended to directly use LES or hybrid URANS/LES. As shown by a literature review on CFD for PLW but also by a review of other literature reviews on CFD in wind engineering [82] , steady RANS is by far most often used, in spite of its deficiencies. Studies that have employed unsteady RANS (URANS) are scarce.
Two main types of RANS closure models can be distinguished: first-order closure and second-order closure models. First-order closure uses the Boussinesq eddy-viscosity hypothesis to relate the Reynolds stresses to the mean velocity gradients in the mean flow:
where n t is the turbulent viscosity (also called momentum diffusivity), k is the turbulent kinetic energy and d ij is the Kronecker delta:
In first-order closure, the turbulence models need to provide expressions for the turbulent (eddy) viscosity, and are called eddyviscosity models. A distinction is made between linear and nonlinear eddy-viscosity models. Examples are the one-equation Spalart-Allmaras model [132] , the standard keε model [133] and its many modified versions, such as the Renormalization Group (RNG) keε model [134] and the realizable keε model [135] , the standard keu model [136] and the keu shear stress transport (SST) model [137] . Second-order closure is also referred to as second-moment closure or Reynolds Stress modeling (RSM). 
Large eddy simulation
In the LES approach, the NS equations are filtered, which consists of removing only the small turbulent eddies that are smaller than the size of a filter that is often taken as the grid size (Fig. 20) . The large-scale motions of the flow are solved, while the small-scale motions are modeled: the filtering process generates additional unknowns that must be modeled in order to obtain closure. This is done with a sub-filter turbulence model. The following notation is used for a filtered variable (denoted by the tilde):
with D the fluid domain and G the filter function determining the scale of the resolved eddies. Often, the grid size is used as the filter. This is schematically depicted in Fig. 20 . The LES equations are obtained by decomposing the solution variables:
where4 is the resolvable part and 4 0 the subgrid-scale part. Substituting Eq. (9) into Eqs. (2aeb) and then filtering the resulting equation yields the equations for the resolved field, i.e. the filtered NS equations: 
Here,ũ i andp are the resolvable velocity and resolvable pressure, u i ' and p' are the subgrid-scale parts, and À u j 0 u i 0 is the subgridscale stress resulting from the filtering operation.s ij is the rateof-strain tensor for the resolved scale:
As in the RAN S approach, closure in LES needs to be obtained by modeling. The modeling approximations for the subgrid-scale stresses are called subgrid-scale models. Often, the Boussinesq hypothesis is adopted:
t ij ¼ũ iũj À u i u j (13) with m t the subgrid-scale turbulent viscosity. The isotropic part of the subgrid-scale stresses t kk is not modeled but added to the filtered static pressure term. To obtain m t , different subgrid-scale models have been devised, such as the Smagorinsky-Lilly model, the dynamic Smagorinsky-Lilly model and the dynamic energy subgrid-scale model. LES is intrinsically superior in terms of physical modelling to both steady and unsteady RANS, simply because a larger part of the unsteady turbulent flow is actually resolved. Therefore, it is very suitable for simulating the turbulent and non-linear nature of wind flow around buildings. In addition, its application is increasingly supported by ever increasing computing resources. However, for many applications including PLW, 3D steady RANS remains the main CFD approach up to the present day, where it is often being applied with a satisfactory degree of success, as shown by a detailed review of the literature in computational wind engineering [82] . To the opinion of the present authors, three main reasons are responsible for the lack of application of LES in PLW studies: (1) The computational cost of LES. This cost is at least an order of magnitude larger than for RANS, and possibly two orders of magnitude larger when including the necessary actions for solution verification and validation. (2) The increased complexity of LES. It requires an inlet condition with time and space resolved data and appropriate consistent wall functions with roughness modification that can feed turbulence into the flow. In addition, a large amount of output data is generated. (3) The lack of quality assessment in practical applications of LES and the lack of best practice guidelines in LES, which might even lead to a lack of confidence in LES. These arguments are further explained below.
Even without the necessary actions for verification and validation, LES remains very computationally demanding [139] , and often too computationally demanding for practical PLW applications, where generally simulations need to be made for at least 12 wind directions [75] , and sometimes even more. When the necessary actions of quality assurance are included e as they should e simulations for several of these different wind directions should be performed on different grids and with different subgrid-scale models to ensure the accuracy and reliability of the simulations. This can be done using techniques such as the Systematic Grid and Model Variation technique (e.g. Refs. [140e142] ). This care for accuracy and reliability is especially important in LES because, as stated by Hanna [143] : "… as the model formulation increases in complexity, the likelihood of degrading the model's performance due to input data and model parameter uncertainty increases as well." This motivates the establishment of generally accepted extensive best practice guideline documents for LES in wind engineering. However, while such guidelines have been developed for RANS in the past 15 years (see section 7), this is not (yet) the case for LES. This is turn can be attributed to the computational expense of LES, as the establishment of such guidelines requires extensive sensitivity tests.
6. Accuracy of CFD techniques for pedestrian-level wind speed
Steady RANS versus wind-tunnel measurements
Attempts to provide general statements about the accuracy of steady RANS CFD for PLW studies can easily be compromised by the presence of a combination of numerical errors and physical modelling errors in the simulation results. Statements on the accuracy of steady RANS with a certain turbulence model should therefore be based on CFD studies that satisfy the above-mentioned best practice guidelines. A general observation from such steady RANS PLW studies is that the prediction accuracy is a pronounced function of the location in the flow pattern, and therefore of the wind direction. This is illustrated by reference to a few studies below.
In the framework of the development of the AIJ guideline for wind environment evaluation, Yoshie et al. [75] reported validation studies for e among others e an isolated square prism with ratio L:W:H ¼ 1:1:2 (Fig. 21) . The simulations were performed with steady RANS with the standard keε model and with two revised keε models: the Launder-Kato keε model [144] and the Renormalization Group (RNG) keε model [134] . Note that the simulations included a grid-sensitivity analysis, careful application of the boundary conditions, higher-order discretization schemes, a complete report of the computational settings and parameters and a detailed comparison with the wind-tunnel measurements, all of which are required in order to support the validity of the conclusions. Comparison of the standard keε model results with the wind-tunnel measurements showed that the amplification factor K ¼ U/U 0 (ratio of local mean wind speed U to the mean wind speed U 0 at the same position without buildings present) is generally predicted within an accuracy of 10% in the regions where U/U 0 > 1 (see Fig. 22 ). In the wake region behind the building however, where U/U 0 < 1, the predicted wind speed is generally significantly underestimated, at some locations by a factor 5 or more (Fig. 22) . The results of the other turbulence models showed a slight improvement in the high wind-speed regions, but worse results in the wake region. The underestimations in the wake region are attributed to the underestimation of turbulent kinetic energy in the wake, due to the fact that steady RANS is evidently not capable of reproducing the vortex shedding in the wake of buildings [75, 145] .
Similar conclusions on the different performance in high versus low wind speed regions around buildings were found in the CFD study by Yoshie et al. [75] for the actual urban area in Niigata: in high wind speed regions, the predictions are generally within 20% of the measurements, while the wind speed in low wind speed regions is generally significantly underestimated, at some positions with a factor 5 or more. The comparisons for yet another configuration, the Shinjuku sub-central area, confirmed the findings for the other configurations. While for all their studies, large discrepancies were found in the low wind speed regions, it should be noted that the high wind speed regions are those of interest for pedestrianlevel wind studies. In these regions, steady RANS was shown to provide a good to very good accuracy (10e20%). Blocken and Carmeliet [68] performed steady RANS CFD simulations with the realizable keε model [135] for three configurations of parallel buildings and compared the results with the sanderosion wind-tunnel experiments by Beranek [45] . Three of these comparisons are shown in Fig. 23 , yielding observations that are very similar to those by Yoshie et al. [75] : a close to very close agreement between CFD and wind-tunnel measurements in the region of high K ¼ U/U 0 (about 10% accuracy) and significant underestimations in the regions of lower K. The regions of high K are the corner streams and the areas between the buildings in which pressure short-circuiting occurs [68] . Other results from the same study (not shown in Fig. 21) indicate that also the high K in the standing vortex is predicted with good accuracy by steady RANS CFD. Note that the standing vortex is only clearly visible for wind directions that are almost perpendicular to the long building facade. Regions of low K do not only occur in the wake of the buildings, but are also found in the low-speed stagnation zone upstream of the buildings. Similar to the results by Yoshie et al. [75] , the underestimations in these regions can go up to a factor 5 or more. Note that also these simulations were based on gridsensitivity analysis, careful application of the boundary conditions and higher order discretization schemes. It should be noted that sand-erosion measurement results are generally considered to be less suitable for CFD validation, although in this study the validation was focused on the region with high K where sand erosion can yield accurate results, as outlined in section 3 of this paper.
Later, similar observations of good steady RANS predictions in regions of high K were reported by Yim et al. [146] and An et al. [147] .
Steady RANS versus on-site measurements
For assessing the accuracy of CFD for PLW studies, it is important to compare them not only with wind-tunnel measurements e where the boundary conditions are generally well-known e but also with well-reported on-site measurements. However, CFD PLW studies in complex urban environments including a comparison with on-site measurements are very scarce. To the knowledge of the author, only four such studies have been published: the study by Yoshie et al. [75] for the Shinjuku Sub-central area in Tokyo, the study by Blocken and Persoon [69] for the area around the multifunctional ArenA stadium in Amsterdam and the studies by Blocken et al. [70] and Janssen et al. [18] for the Eindhoven University campus. Although these measurements were quite limited, overall, the comparisons confirmed the conclusions made earlier, albeit the discrepancies in the high wind speed regions can slightly exceed 10%.
LES versus steady RANS
To the best knowledge of the authors, comparative studies of LES versus steady RANS focused on PLW have not yet been reported in the open literature. Nevertheless, quite a few studies in building aerodynamics have compared results from LES with those from steady RANS with a variety of turbulence models. Extensive studies by Murakami et al. [148e150], Murakami [59, 151, 152] , Tominaga et al. [145] and others have clearly indicated the deficiencies of steady RANS and the superiority of LES in predicting the extent of separation bubbles and recirculation regions and the magnitude of mean velocity in these regions. However, it might be argued that these regions are less important for PLW, as they are regions with low amplification factors. The section below provides an overview of best practice guidelines that were either explicitly developed for PLW studies or are of a more general nature but nevertheless applicable to PLW.
In CFD simulations, a large number of choices need to be made by the user. It is well known that these choices can have a very large impact on the results. Already since the start of the application of CFD for wind flow around bluff bodies in the late 70s and 80s, researchers have been testing the influence of these parameters on the results, which has provided a lot of valuable information (e.g. Refs. [153e157] ). In addition, Schatzmann et al. [158] provided an important contribution on validation with field and laboratory data. However, initially this information was dispersed over a large number of individual publications in different journals, conference proceedings and reports.
In 2000, the ERCOFTAC 2 Special Interest Group on Quality and Trust in Industrial CFD published an extensive set of best practice guidelines for industrial CFD users [128] . These guidelines were focused on RANS simulations. Although they were not specifically intended for wind engineering, many of these guidelines also apply for CFD for PLW. Within the EC project ECORA, 3 Menter et al. [159] published best practice guidelines based on the ERCOFTAC guidelines but modified and extended specifically for CFD code validation. Within QNET-CFD, 4 the Thematic Area on Civil Construction and HVAC (Heating, Ventilating and Air-Conditioning) and the Thematic Area on the Environment presented some best practice advice for the CFD simulations of wind flow and dispersion [160, 161] . In 2004, Franke et al. [71] compiled a set of specific recommendations for the use of CFD in wind engineering from a detailed review of the literature, as part of the European COST 5 Action C14:
Impact of Wind and Storm on City Life and Built Environment. Later, this contribution was extended into an extensive "Best Practice Guideline for the CFD simulation of flows in the urban environment" [72, 73] , in the framework of the COST Action 732: Quality Assurance and Improvement of Microscale Meteorological Models, managed by Schatzmann and Britter (http://www.cost.eu/COST_ Actions/essem/732). Like the ERCOFTAC guidelines, also these guidelines primarily focused on steady RANS simulations, although also some limited information on URANS, LES and hybrid URANS/ LES was provided. When using CFD tools, whether they are academic/open source or commercial codes, it is also important that the code is well documented, and that basic verification tests and validation studies have been successfully performed and reported. A good description of how a microscale airflow and dispersion model has to be documented can be found in the Model Evaluation Guidance Document published in the COST Action 732 by Britter and Schatzmann [162] . In Japan, working groups of the Architectural Institute of Japan (AIJ) conducted extensive cross-comparisons between CFD simulation results and high-quality wind-tunnel measurements to support the development of guidelines for practical CFD applications. Part of these efforts were reported by Yoshie et al. [75] . In 2008, Tominaga et al. [77] published the "AIJ guidelines for practical 1 This section is intentionally and to a large extent reproduced from Blocken [82] . 2 applications of CFD to pedestrian wind environment around buildings", and Tamura et al. [163] wrote the "AIJ guide for numerical prediction of wind loads on buildings". The guidelines by Tominaga et al. [77] focus on steady RANS simulations, while the guidelines by Tamura et al. [163] also consider LES, given the importance of time-dependent analysis for wind loading of As an addition to the valuable guidelines of the COST Actions and the AIJ, Blocken [83] provided ten tips and tricks towards accurate and reliable CFD simulations in urban physics, focused on steady RANS.
More generic best practice advice was provided by Jakeman et al. [164] in the article "Ten iterative steps in development and evaluation of environmental models", which were later on extended to process-based biogeochemical models of estuaries by Robson et al. [165] and to CFD for environmental fluid mechanics (including CWE) by Blocken and Gualtieri [129] . Blocken et al. [70] also provided a general decision framework for the analysis of PLW comfort and safety in urban areas.
The above-mentioned CFD best practice guideline documents have been based on and/or reinforced by more basic guidelines and standards concerning verification and validation, as outlined in e.g. Roache [166, 167] [175] , which demand at least formally second-order accurate spatial discretization. In addition to these general guidelines, also some very specific guidelines were published, all of which are very important for CFD for PLW. These include (1) consistent modelling of equilibrium atmospheric boundary layers in computational domains (e.g. Refs. [67,72,176e182] ; (2) high-quality grid generation (e.g. Refs. [183, 184] ) and (3) validation with field and laboratory data (e.g. Refs. [158, 185] ). Note that most of the efforts in the first two areas were focused on steady RANS simulations.
The establishment of these guidelines has been an important step towards more accurate and reliable CFD simulations for PLW. The importance of best practice guidelines in CFD has been stressed by several authors. As an example, a few quotes are given below.
"The frequently heard argument 'any solution is better than none' can be dangerous in the extreme. The greatest disaster one can encounter in computation is not instability or lack of convergence but results that are simultaneously good enough to be believable but bad enough to cause trouble." (Ferziger, 1993 [186] ) "Which model is best for which kind of flows (none is expected to be good for all flows) is not yet quite clear, partly due to the fact that in many attempts to answer this question numerical errors played a too important role so clear conclusions were not possible … In most workshops held so far on the subject of evaluation of turbulence models, the differences between solutions produced by different authors using supposedly the same model were as large if not larger than the differences between the results of the same author using different models." (Ferziger and Peric, 1996 [130] ) "The very important point, independent of the semantics, is that use of a verified code is not enough. This point is probably well recognized by present readers, but it is not universally so. Especially in the commercial CFD arena, user expectations are often that the purchase and use of a 'really good code' will remove from the user the obligation of 'doing his homework', that is, the straightforward but tedious work of verification of calculations via systematic grid-convergence studies. This unrealistic hope is sometimes encouraged by advertising." (Roache, 1997 [167] ) "Most practitioners are more concerned with obtaining results than with either the order of accuracy of their numerical schemes or the need to refine the grid until converged gridindependent solutions are obtained." (Stathopoulos, 1997 [92] ) "It is true, of course, that even a highly accurate solution to the modelled equations may differ significantly from the actual flow that would occur given the same boundary conditions, because of inadequacies in the turbulence modelling. But this difference is often of secondary importance compared with those which arise because of 'bad' choices (or even plain user mistakes) in all the other areas." (Castro and Graham, 1999 [187] ) In the introduction of this paper, it was stated that "the question arises whether 'less accurate' but more inexpensive and faster techniques such as HWA, HFA, Irwin probes, sand erosion and 3D steady RANS CFD simulations can provide sufficiently accurate data on mean wind speed for PLW comfort assessment". In the preceding sections it was repeatedly shown that a large number of previous comparative studies systematically indicate that the lowcost wind-tunnel techniques and steady RANS CFD simulations can provide accurate results (~10%) of mean wind speed in regions of high amplification factors (>1) while their accuracy can substantially deteriorate in regions of lower amplification factors (<1). The main hypothesis of this paper is that this does not necessarily compromise the accuracy of PLW comfort assessment, because the higher amplification factors provide the largest contribution to the discomfort exceedance probability in the comfort criterion. To check this hypothesis, in this section we provide a complete wind comfort assessment for a simple case: a high-rise building tower
3 ) without surrounding buildings on a terrain with aerodynamic roughness length z 0 ¼ 0.25 m. This case was evaluated experimentally by sand erosion tests by Beranek and van Koten [43] and the resulting sand erosion contour plots for different wind directions are shown in Fig. 24 . We focus on two critical points A and B: for wind direction 0 , point A is situated in the corner stream and point B in the standing vortex. The corner stream and the standing vortex are the areas with the highest amplification factor and represent the most problematic areas for wind comfort. Note however that different wind directions cause the points A and B to be situated in areas of lower amplification factor. As mentioned in section 1, a wind comfort assessment study should be performed by a combination of three types of information/data: (1) statistical meteorological data; (2) aerodynamic information; and (3) a comfort criterion. Here, we adopt the statistical meteorological data (30 years) of potential wind speed (U pot ) at Eindhoven airport. The potential wind speed is the wind speed at 10 m height over a terrain with aerodynamic roughness length z 0 ¼ 0.03 m. Twelve wind directions are considered: 0 , 30 , 60 , …, 330 . The exceedance probability P q of U pot in relation to a threshold wind speed U THR,10m at 10 m height can be expressed by a Weibull distribution with parameters a, c and k fitted based on the statistical meteorological data:
For simplicity, in this section we assume that every wind direction has the same frequency occurrence and the same contribution to the wind statistics, and that the exceedance probability for a given threshold value for every wind direction is 1/12th of the sum of the exceedance probabilities for all wind directions:
The aerodynamic information can be decomposed in a terrainrelated contribution (U 0 /U pot ) and a design-related contribution (K ¼ U/U 0 ) with U 0 the local reference wind speed, i.e. the wind speed at the building site at 1.75 m (pedestrian height) without buildings present (see Fig. 1 ). The design-related contribution is given by the local amplification factor K in Fig. 24 . The terrainrelated contribution is obtained by combining the expression of the vertical mean wind speed profile by the logarithmic law and the wind speed conversion using the blending height of 60 m [14] . The comfort criterion is the one by the Dutch Standard NEN 8100, with threshold wind speed U THR ¼ 5 m/s and exceedance probabilities linked to different activities and quality classes (Table 1) . However, also other threshold wind speed values will be considered in this section. 25a expresses the total exceedance probability P ¼ S12P q 0 as a function of the local amplification factor K with U THR as a parameter. It indicates to which extent amplification factor values contribute to the total exceedance probability. It clearly shows that larger value of K contribute more to the exceedance probability but that this is also governed by the choice of U THR . Fig. 25b shows the derivative of P to K with U THR as parameter. It indicates the sensitivity of P to changes in K and hence the extent to which errors in K will propagate to errors in P.
As an illustration of the extent to which errors in K (either by wind-tunnel testing or by CFD) in a realistic case of PLW assessment propagate to errors in P, two different sets of K values are considered. The first set corresponds to the values in Fig. 24 . The second set is created from the first set by changes taking into account the error levels in Table 4 . This yields the values of modified K (Kmod) in Table 5 . The magnitude of the error levels is chosen based on Fig. 22a but assuming to some extent a worst-case scenario, i.e. all errors are underestimations, so there is no compensation of underestimations by overestimations as can be the case in reality as shown in Fig. 22a . Application of the total wind comfort procedure consists of combining Table 5 and Fig. 25a , which yields Fig. 26 . The numerical values of the differences (i.e. errors) are given in Table 6 . The following observations are made:
For all values of U THR : In spite of the large errors imposed on especially the lower amplification factors, the errors in P remain fairly limited. It should be noted that in reality it is likely that errors due to overestimations and underestimations of K will compensate each other, and the total errors in P can be smaller than those in the present study. The differences in Fig. 26 and Table 6 are largest for U THR ¼ 3 m/s and smallest for U THR ¼ 8 and 10 m/s. This is a direct result of the range of amplification factors considered (see Table 5 ) and of the sensitivity dP/dK shown in Fig. 25b . As a result, it is clear that the choice of the comfort criterion can actually co-determine the accuracy of the wind comfort assessment results. While one can argue that the amplification factor errors will be larger in points other than A and B in less windy regions where the amplification factors are lower, it should be noted that the points with the highest amplification factors are generally of most interest as these represent the most important positions from the viewpoint of wind comfort.
Discussion

Limitations of this paper
This paper has reviewed different wind-tunnel techniques for the measurement of PLW speed. It has also reviewed previous comparison studies that provide some information on the relative accuracy of the different techniques. Also best practice guidelines for wind-tunnel measurement of PLW have been briefly highlighted. The paper has also reviewed CFD techniques for PLW studies, as well as previous studies comparing RANS CFD simulations with wind-tunnel measurements and on-site measurements, with also some comments on non-PLW studies comparing LES and RANS. Also many of the important best practice guidelines for the CFD simulation of PLW speed have been highlighted. A main limitation of these reviews is that they have almost exclusively focused on measuring or simulating mean wind speed, rather than an effective wind speed that includes gustiness to some degree. It is widely acknowledged that gustiness is important for wind comfort. Nevertheless, many comfort criteria (e.g. 3 out of the four in Table 3) do not explicitly include gustiness. It is believed that they include gustiness implicitly, by a raised value of the mean wind speed threshold U THR . Future studies can include comparative studies focused on measuring and simulating gustiness. In section 8, the paper has presented a small and exemplary wind comfort assessment study to illustrate the way in which errors in wind-tunnel or CFD estimates of mean wind speed propagate to errors in the exceedance probability P that is the final result of the wind comfort assessment procedure. It was shown that the error propagation is limited because the errors are largest for the lower amplification factors which are also those that generally contribute the least to the discomfort exceedance probability. The exercise in section 8 has its limitations. It is only one example to illustrate that errors in wind-tunnel measurement or CFD simulation of mean wind speed at low amplification factors do not necessarily compromise the accuracy of PLW comfort assessment. This exercise only considered the wind speed statistics of the Eindhoven airport meteorological station and only a single highrise building in an area with z 0 ¼ 0.25 m. The exercise can now easily be repeated for different sets of statistical meteorological data and different building configurations.
The extent of error propagation is determined by a wide range of factors: the wind statistics at the location of interest, the building configuration, the points around the building(s) in which wind speed is evaluated, and even the wind speed threshold value in the comfort criterion. Future research might therefore consider applying different wind speed threshold values as to maximize the accuracy of the PLW comfort assessment procedure.
Wind-tunnel versus RANS and LES
For decades, the atmospheric boundary layer wind tunnel has been the standard tool to determine the design-related contribution in PLW studies. In the past 15 years, CFD has entered the scene. In the past decade, several researchers have adequately highlighted possibilities and limitations of CFD in general and of RANS and LES in particular. Stathopoulos [6, 93] states that, in spite of many difficulties of CFD applications, there have been cases for which the application of CFD appears to give somewhat satisfactory responses, such as those focused on the determination of mean flow conditions and pressures, i.e. those related primarily with environmental issues. Examples are PLW, snow dispersion and accumulation, pollutant dispersion and ventilation [6] . In particular, he correctly argues that PLW can be described quite adequately in terms of mean velocities in the presence and absence of a new building within a specific urban environment [6] . While pedestrians are mostly affected by gust effects and mean wind speeds may not be sufficient to produce satisfactory results, Stathopoulos [6] stresses that the fact remains that several major cities require only the satisfaction of certain mean (sustainable) speeds with a specified probability of exceedance.
It is generally acknowledged that RANS CFD is deficient in reproducing turbulence intensities and gustiness and that LES has the intrinsic ability to provide accurate estimates of these variables. However, if the PLW study remains focused on mean wind speed rather than on an effective wind speed, RANS CFD simulations could be sufficient. This in itself might be a reason to limit PLW studies to mean wind speed and to focus on wind comfort and wind safety criteria only considering mean wind speed, although it is clear that this approach entails limitations. Gusts are important for wind comfort and wind safety, and criteria only considering mean wind speed generally already include an artificial increase in the threshold mean wind speed value to take into account gustiness issues.
It is expected that for particular applications, when accurate reproduction of large-scale turbulent structures and the related heat and mass transport are important, e.g. in pollutant dispersion studies [188e190], LES will increasingly replace RANS. This expectation is even more pronounced where wind loading is concerned. For PLW on the other hand, where information about mean wind velocity fields could be sufficient, it is not clear at all whether LES will replace RANS. In this perspective, Hanjalic [191] stated in 2004 that RANS will continue to play an important role, especially in industrial and environmental computations, and that the further increase in the computing power will be used more to utilize advanced RANS models to shorten the design and marketing cycle rather than to yield the way to LES. In 2007, Baker [192] anticipated that CFD applications will become widespread in areas where wind velocities rather than surface pressures are required, such as the assessment of pedestrian comfort, which may well lead to the concentration of boundary layer wind tunnel testing for complex structures into a smaller number of institutions over the next few decades [192] . He also mentioned that the use of RANS based techniques will decrease over time, although their relative simplicity and economy will ensure their continued use for many applications [192] .
Uncertainty quantification
Wind-tunnel measurements and CFD simulations have in common that they are only capable of representing part of the complexity of the actual problem under study. Typical examples are the assumption of neutral atmospheric boundary layer flow, which is common in both wind-tunnel testing and CFD, the assumption of a uniformly rough upstream fetch with a given roughness length, the assumption of a given sand-grain roughness for street and building surfaces, etc. Uncertainty quantification refers to the group of actions devoted to the quantitative characterization and reduction of uncertainties in wind-tunnel testing and CFD simulations. These actions are important to assess the actual predictive capabilities of these methodologies. A distinction can be made between two types of uncertainties: aleatory uncertainty and epistemic uncertainty. Aleatory uncertainty refers to the uncertainty due to the physical variability of the system and is inherent to the modeled system. Epistemic uncertainty is the uncertainty due to a lack of knowledge [193] .
In the field of wind engineering in general and in the study of PLW in particular, many past efforts have implicitly performed a certain degree of uncertainty quantification. Typical examples are the majority of comparative wind-tunnel studies and CFD studies cited in this paper. A more explicit and systematic focus on uncertainty quantification for wind engineering flow has been adopted by e.g. Garcia-Sanchez et al. [194] and Gorl e et al. [195] .
Epistemic uncertainty can be limited by more accurate windtunnel measurement techniques and more accurate CFD models, e.g. LES versus RANS. However, the high degree of aleatory uncertainty in urban aerodynamics including PLW, implies that reducing the epistemic uncertainty will not necessarily yield a large improvement of the predictive capabilities of the measurements or simulations. This very fact could indeed be seen as additional support for the main message of the present paper: being that "less accurate" but less expensive and faster techniques such as HWA, HFA, Irwin probes, sand erosion and 3D steady RANS CFD simulations can provide sufficiently accurate data on mean wind speed for PLW comfort assessment.
Conclusions
Information on pedestrian-level wind (PLW) speed for wind comfort assessment can be obtained with wind-tunnel measurements or Computational Fluid Dynamics (CFD). Wind-tunnel measurements for PLW are routinely performed with low-cost techniques such as hot-wire or hot-film anemometers (HWA or HFA), Irwin probes or sand erosion, while Laser-Doppler Anemometry (LDA) and Particle-Image Velocimetry (PIV) are less often used because they are more expensive. CFD simulations are routinely performed by the relatively low-cost steady ReynoldsAveraged NaviereStokes (RANS) approach. Large-Eddy Simulation (LES) is less often used because of its larger complexity and cost.
The question arises whether "less accurate" but more inexpensive and faster techniques such as HWA, HFA, Irwin probes, sand erosion and 3D steady RANS CFD simulations can provide sufficiently accurate data on mean wind speed for PLW comfort assessment. If so, this would justify the vast majority of past research efforts and support the continued use of these low-cost and relatively fast techniques for this type of studies. If not, this would motivate the transition to more expensive techniques such as LDA, PIV and LES. This paper has attempted to answer this question.
Indeed, this paper has reviewed different wind-tunnel and CFD techniques to determine PLW speed, with a specific focus on their advantages and disadvantages. Next, this paper has reviewed some comparative studies that systematically indicate that the low-cost wind-tunnel techniques and steady RANS simulations can provide accurate results (~10%) in areas of high amplification factors (>1) while their accuracy can deteriorate in areas of lower amplification factors (<1). Because high amplification factors contribute most to the discomfort threshold exceedance probability in the wind comfort criterion, the hypothesis was stated that the smaller accuracy in areas of lower amplification factors does not necessarily compromise the accuracy of the overall wind comfort assessment. An example wind comfort assessment study has shown that this is indeed the case. As a result, although LDA, PIV and LES are inherently more accurate techniques, this paper supports the continued use of faster and less expensive techniques for PLW studies. Extrapolating the words of the late professor Ferziger [196] , we conclude that pedestrian-level wind comfort is one of the few topics in wind engineering where nature is kind to us concerning turbulent flows.
